CPDLIGHTING

FABRIC LED LIGHT BOX

LED LIGHT BOXES a

Fabric LED Light Box
Super slim aluminum profile
Graphic easy to change, high brightness LED backlighting, easy install.

CPD Fabric LED light box combines bold design with flexibility and ease of use.
We print your image using dye sublimation on fabric, so you see brilliant
images with no shine or sheen. CPD Fabric frame is nearly
invisible.Installation is quick, and graphics can be changed in minutes. To top it

off, CPD Fabric is maintenance free with a long life span.

FEATURES

€ Built to size

€ Frameless profile system

€ Dye sublimation print process
€ Cost effective

€ Easy to ship

€ Vibrant graphics

¢ Easy toinstall

€ Even & consistent illumination
€ Energy saving and maintenance free
€ Advanced 3-year warranty
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SPECIFICATION

Input Voltage 12V / 24V DC
Wattage 1 W/Chip
Color Temperature 2800-3200 K 6000-6500 K 10000-11000 K

Each light box must have derect connection to power supply.Do not

wiring - . .
wire light box in series.
Operatin
P g -30°C ~+40°C
Temperature

Environment

Dry location only (standard)

Minimum size

A4 (345x248mm)

Maximum size

2440x1220mm

Weight

Please check the table below

Frame Material

Anodized frame

Frame colors Silver / Black
viewing ] ) ) inner Gross
. . thickness | film size ) volume .
Frame size (mm) size packaging weight
(mm) (mm) : (m3)
(mm) size (mm) (kg)
Ad 297*210 291*204 318*231 50*5*30 0.01 1.1
A3 420*297 414*291 441*318 58*9*46 0.02 23
A2 594*420 588*414 615*441 73*9*57 0.04 4.5
Al 841*594 835*588 40 862*615 100*9*77 0.07 9.2
A0 1189*841 | 1183*835 1210*862 134*9*102 0.12 18
B2 707*500 701*494 728*521 84*9*65 0.05 6.4
Bl 1000*707 994*701 1021*728 114*9*85 0.09 12.8
BO 1414*1000 | 1408*994 1435*1021 162*9*121 0.18 25.5
Costom
size
Lifespan Above 50000 hours
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